Technical data sheet VCIM

CG484GD HDMI to DVI Cable Version: A/O

[Product Picture]

[Product Description]

The CG484GD is a high-performance HDMI to DVI cable designed to connect HDMI-equipped
devices to DVI-enabled displays. Two ferrite cores, this cable ensures optimal signal transmission
with reduced electromagnetic interference. Supporting 1080P@60Hz resolution, it delivers sharp
and clear image quality. With a durable PVC jacket and availability in 3m and 10m lengths,

CG484GD is ideal for home entertainment, office setups, and professional displays.
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[Tech Specs]

Technical Specification Description

Model CG484GD

Color Black

Cable Length 3.0m,10.0m
Connector Type HDMI Male to DVI | 24+1Male
Supported Resolutions 1920 x 1080@60Hz
Ferrite Cores 2 Ferrite Cores
Plug-and-play YES

Material PVC

Audio Support No

[ Features]

1. High-Quality Video Transmission: Supports up to 1080P@60Hz resolution for crisp and
clear visuals.

2. Enhanced Signal Stability: Dual ferrite cores minimize electromagnetic interference for a
stable connection.

3. Durable & Flexible Design: PVC jacket enhances cable longevity and flexibility.

4. Universal Compatibilit: Works with a wide range of HDMI and DVI-enabled devices,

including monitors, projectors, and HDTVs.
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[Application Environment]

1. Office & Workstation Use: Links computers or laptops with HDMI output to DVI monitors.

2. Professional Displays: Suitable for trade shows, digital signage, and presentations.

3. Educational & Training Centers: Ideal for classroom and training room projector
connections.

4. Industrial & Commercial Use: Reliable for secure video transmission in business

environments

[Important Notice]

1. One-Way Signal Transmission: Converts HDMI to DVI only, not bidirectional.

2. Audio Considerations: DVI does not support audio; an external audio connection is
required if needed.

3. Device Compatibility: Ensure source device has HDMI output and display supports DVI
input.

4. Cable Care: Avoid excessive bending or pulling to maintain signal integrity.

www.vcom.com.hk



http://www.vcom.com.hk/

