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[Product Picture]

[Product Description]

Model

CG651

Cable Length

1.0m, 1.5m, 2m

Interface

Input: Display port Male
Output: Display port Male

Bandwidth

Up to 80Gbps

Resolution

16K@60Hz, 4AK@240Hz, UHBR20, HDCP2.2, CEC, EDID, MST

Audio

Uncompressed digital 7.1, 5.1 or 2 channels.

Material

Conductor Material Oxygen Free Copper

Insulation material Polyethylene

Shield material AL Foil shielding + Braided shielding

Shell Material ABS shell + PVC molding
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[Features]

® Support for high-bandwidth UHBR20, 80 Gbps bandwidth, DSC display stream compression, FEC forward

error correction, and 32 audio channels;

® Video resolution support up to 16K (15360x8640) 8K (7680x4320) including 5K (5120x2880 ), 4K Ultra
HD (3840x2160) and 1080P (Full HD) with the premium Display cable;

®  MST multi-stream technology support for a multi-monitor configuration with the Display Port 2.1 cable;

®  Plug and play without driver dependent ;
® Designed with bare copper and triple-layer shielding, Strong Anti-interference Capability;

® The cable connector with a latch provides a secure connection with a release button that must be depressed

before unplugging.

® The DisplayPort cable is VESA certified for performance and adherence to DisplayPort standards

[Application Environment]

Data transfer cable.

Interface connection cable is designed to connect devices with DP connector (digital
signal) to devices with DP connector (digital signal).

The scope of application of this cable is personal computers, workstations, server
equipment, telecommunication networks, SCS networks.

[Important Notice]

e Press the release button on the DisplayPort connector to release the latches and avoid damages when

unplugging;

e DisplayPort is NOT HDMI, USB port, the majority of laptops don't have DisplayPort.

www.vcom.com.hk




