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CG655 DisplayPort Cable Version: A/0

[Product Picture]

[Product Description]

The CG655 is a high-performance DisplayPort 2.1 DP80 cable designed for professional-grade
video transmission. Supporting ultra-high bandwidth up to 80Gbps, it enables stunning resolutions
such as 16K@60Hz, 8K@60Hz, 4K@240Hz, and more. Durable metal shell encased in a black cotton
net braid, this cable ensures superior signal integrity, enhanced durability, and excellent shielding
against interference. Fully backward compatible with DisplayPort 1.4 and 1.2, it is the perfect choice

for high-end gaming, professional displays, and multimedia applications.
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[Tech Specs]

Technical Specification

Description

Model

CG655

Color

Black

Cable Length

1.0m, 1.5m, 2.0m, 5.0m

Connector Type

DisplayPort Male to Male

DisplayPort Version

DisplayPort 2.1

Supported Bandwidth

Up to 80Gbps

Supported Resolutions

16K@60Hz, BK@60Hz, 4K@240Hz, 4K@120Hz, 2K@240Hz

Backward Compatibility

DisplayPort 1.4 and 1.2

HDR Support Yes
CEC&EDIE Support Yes
HDCP Support HDCP 2.2

Multi-Stream Transport

Supported (MST)

Plug-and-play

YES

Cable Braiding

Cotton braided

Material

Metal shell

Operating systems

Windows,macOS,Linux
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[Features]
1. Ultra-High Bandwidth: Supports up to 80Gbps for the latest high-resolution and

high-refresh-rate displays.

Versatile Compatibility: Fully backward compatible with DisplayPort 1.4 and 1.2, ensuring
broad device support.

Premium Build Quality: Gold-plated connectors, a metal shell, and a durable black cotton
braided cable for enhanced longevity.

Advanced Display Features: Supports MST (Multi-Stream Transport), HDCP 2.2, CEC, and
EDID for seamless connectivity.

Immersive Experience: Ideal for professional gaming, video editing, and high-resolution

content streaming.

[Application Environment]

Data transfer cable.
Interface connection cable is designed to connect devices with DP connector (digital signal) to
devices with DP connector (digital signal).

The scope of application of this cable is personal computers, workstations, server equipment,
telecommunication networks, SCS networks.
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[Important Notice]

1. Device Compatibility: Ensure both source and display devices support DisplayPort 2.1
features for optimal performance.

2. Proper Handling: Avoid excessive bending or pulling to maintain the integrity of internal
wiring.

3. Connection Stability: Use secure, tight connections for uninterrupted video transmission.

4. Storage & Maintenance: Keep the cable in a dry, dust-free environment for long-term
durability.

5. Resolution & Refresh Rate: Performance depends on device capability; ensure compatible

settings for desired output.
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