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Data cable.
The interface connection cable is designed to connect devices with an DP connector (digital signal)
to devices with an DP connector (digital signal).

The scope of application of this cable is personal computers, workstations, server equipment,
telecommunication networks, SCS networks.

Technical Specifications

Model
CG712
Cable Length

Im, 2m, 3m, 5m

Interface

Input: Display port Male
Output: Display port Male

Bandwidth

Up to 21.6Gbps

Resolution

bandwidth:21.6GBps/4K@60Hz/1080P @60Hz

Material

Conductor Material Oxygen Free Copper

Insulation material Polyethylene

Shield material AL Foil shielding + Braided shielding
Shell Material PVC molding
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[Features]

® High Definition Transmission: Supports ultra-high-definition video and audio transmission for
crystal-clear visuals and immersive sound.

® Increased Bandwidth: Offers increased bandwidth of up to 21.6 Gbps for seamless data transfer
and faster refresh rates.

® Multi-Stream Transport (MST): Enables the use of multiple monitors through daisy-chaining,
optimizing productivity and multitasking capabilities.

® Secure Locking Mechanism: Features a secure locking mechanism to ensure a stable
connection and prevent accidental disconnections.

® Thinner and Flexible Design: Designed with a thinner and more flexible cable construction for
easier handling and routing behind desks or through tight spaces.

® Robust Construction: Constructed with durable materials to withstand wear and tear, ensuring
long-lasting performance.

® Backward Compatibility: Maintains compatibility with previous DisplayPort versions, ensuring
connectivity with older devices.

Model List

CG712-1M Cable 1.2V DisplayPort M <--> Display Port M , 4K@60HZ

CG712-2M Cable 1.2V DisplayPort M <--> Display Port M , 4K@60HZ

CG712-3M Cable 1.2V DisplayPort M <--> Display Port M , 4K@60HZ

CG712-5M Cable 1.2V DisplayPort M <--> Display Port M , 4K@60HZ




