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【 Product Picture】 

 

 

 

 

【 Product Description】 
 

Cable Length 

Up to 1.5m,2.0m 

Interface 

HDMI type A Source -HDMI type A Display 

Bandwidth 

HDMI2.2, 96Gbps, support 16K@60Hz 

Power 

No external power needed 

Power Consumption 

250mW 

Mechanical / Condition 

Cable diameter 4.40±0.15mm 

Conductor Material OXYGEN FREE COPPER 

Bend Radius (Dynamic/Static) 80mm/40mm 

Tensile Strength (Long term/Short term) 100N/200N 

Crush Resistance (Long term/Short term) 200N/400N 

Operating and Storage Temp -40- 70℃ 
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【 Features】 

Ultra HD Resolution: The HDMI cable supports resolutions up to 16K  at 60Hz, ideal for Large games and Ultra 

HD video streaming, making your world clearer and more real.  

High-Speed 48Gbps: oxygen free copper with triple-layer shielding to ensure stable signal transmission. Support 

96Gbps bandwidth uncompressed signal transmission, never worry about blur, distortion, and delay. Truly able  

to protect 16K images under long-distance transmission. 

 

【 Application Environment】  

Data transfer cable.  

The interface connection cable is used to connect devices with an HDMI interface (digital signal) to devices 
with an HDMI interface (digital signal).  

 

The HDMI Ethernet channel can be used to connect two or more HDMI -compatible devices with Internet 
connections of up to 100 Mbps.  

 
The cable is suitable for PCs, workstations, server equipment, telecom networks and SCS networks.  
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