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【Product Picture】  

  

 

 

 

【Product Description】  

The D3762 USB AM to AM Active Optical Cable is a high-performance solution designed for 

long-distance, high-speed data transmission. Utilizing OM2 multimode optical fiber and featuring a 

robust metal shell with a 4.8mm outer diameter and PVC jacket, this cable ensures durability and 

flexibility. It supports USB 3.1 Gen2 full bandwidth transmission at 10Gbps and is backward 

compatible with USB 2.0 and USB 3.1 standards, making it suitable for various devices and 

applications. 
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【Tech Specs】  

Technical Specification Description 

Model D3762 

Color Black 

Connector Type USB Type-A Male to USB Type-A Male 

USB Version USB 3.2 GEN2 

Data Transfer Speed Up to 10Gbps 

Cable Length 10m, 20m, 30m, 40m, 50m 

Cable Type Hybrid Active Optical Cable 

Connector Material Nickel-plated 

Jacket Material PVC 

Shell Material Metal Shell 

Outer Diameter 4.8mm 

Plug and play 
When the power supply capacityis insufficient, through USB 

MicroB interface provides auxiliary power supply. 

Cable Construction OM2 Multimode Optical Fiber 

Operating Temperature -20°C to 70°C 
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【Features】  

1. Long-Distance High-Speed Transmission: Supports data transfer rates up to 10Gbps over 

distances ranging from 10m to 50m, ensuring stable, lossless signal transmission.  

2. Backward Compatibility: Compatible with USB 2.0 and USB 3.1 devices, facilitating 

connections with a wide range of equipment.  

3. High Interference Resistance: Optical fiber transmission reduces electromagnetic 

interference (EMI) and radio-frequency interference (RFI), making it ideal for environments 

requiring high signal quality. 

4. Durable Construction: The metal shell and PVC jacket provide excellent durability and 

flexibility, suitable for various complex environments.  

【Application Environment】  

Data transfer cable. 

This cable is used to connect a computer to a GSM modem or a fixed modem to access the 

network. 

The scope of application of this cable is personal computers, workstations, server equipment, 

telecommunication networks, SCS networks. 

 

【 Important Notice】  

1. Power Supply Requirements:  When the power supply capacityis insufficient, through USB 

MicroB interface provides auxiliary power supply.  

2. Compatibility Check: Ensure that your devices support the USB 3.1 Gen2 standard to fully 

utilize the cable's performance. 

3. Storage and Handling: Store the cable in a cool, dry environment when not in use to 

maintain its performance and lifespan. 

4. Operating Conditions: Avoid exposing the cable to temperatures outside the 0°C to 70°C 

range to ensure proper functionality. 
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