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【Product Picture】 

  

【Product Description】 

The DD428 HDMI 2.0 Splitter (1x8) EU Type is designed to distribute one HDMI input signal to 

up to eight identical HDMI outputs simultaneously  without any signal loss or degradation. It 

supports 4K@60Hz Ultra HD resolution, 3D video, and multiple high-definition audio formats, 

ensuring superior video and audio transmission. Featuring high bandwidth (600MHz) and a 6Gbps 

baud rate, this splitter is perfect for home entertainment, business presentations, gaming, and 

digital signage applications. 

 

 

 

 

 

 

 

 

 

 

 

 

http://www.vcom.com.hk/


www.vcom.com.hk 

 

2 
 

Version:  A/0 

【Tech Specs】 

Technical Specification Description 

Model DD428 

Color Black 

Version HDMI 2.0 

HDMI Input 1 Port 

HDMI Output 8Ports 

HDMI Resolution 

Support 
4K@60Hz, 4K@30Hz, 1080P@60Hz 

3D Video Support Yes 

Video Color Format Deep Color 8-bit, 10-bit, 12-bit 

Audio Format Support DTS-HD, Dolby-TrueHD, DTS, Dolby-AC3, DSD 

Max Bandwidth 600MHz 

Max Baud Rate 6Gbps 

Input Cable Distance ≤12m (AWG26 HDMI standard cable) 

Output Cable Distance ≤15m (AWG26 HDMI standard cable) 

Power Adapter Input AC 100V-240V (50Hz/60Hz) 

Power Adapter Output DC 5V/3A 

Size 276 × 136 × 24mm 

Weight 660g 

 

【Features】 

1. 1x8 HDMI Signal Distribution:Duplicates one HDMI input to eight HDMI outputs, 

transmitting identical 4K Ultra HD content without signal degradation.  

2. 4K@60Hz & 3D Video Support:Supports 4K Ultra HD resolution at 60Hz and full 3D video 

formats, delivering a smooth, high-quality viewing experience. 
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3. Deep Color & HDR Support:Enables deep color processing (8-bit, 10-bit, 12-bit), ensuring 

lifelike visuals with enhanced color accuracy. 

4. High-Definition Audio Compatibility:Supports multiple audio formats, including DTS-HD, 

Dolby-TrueHD, DTS, Dolby-AC3, and DSD, providing immersive sound quality. 

5. Extended Signal Transmission:Supports HDMI input cables up to 12m and output cables 

up to 15m (AWG26 HDMI standard cable), maintaining excellent signal stability over long 

distances. 

6. Stable Performance with High Bandwidth:Equipped with a 600MHz high-bandwidth 

chipset and a 6Gbps baud rate, ensuring smooth and uninterrupted HDMI signal 

distribution. 

7. Compact & Durable Design:The 276 × 136 × 24mm size and lightweight 660g build 

make it ideal for home, office, and professional AV setups. 

【Application Environment】 

1. Business & Conference Rooms:Enables seamless HDMI signal distribution for 

presentations, meetings, and professional applications.  

2. Retail & Digital Signage:Supports multi-screen advertising displays, ideal for shopping 

malls, airports, exhibitions, and public information systems.  

3. Gaming & Streaming:Ensures zero-lag HDMI signal replication, making it an excellent 

choice for gaming consoles, esports setups, and live streaming.  

【Important Notice】 

1. Signal Transmission Distance:To maintain optimal signal quality, use AWG26 HDMI cables 

(≤12m for input, ≤15m for output). 

2. HDMI Version Compatibility:The HDMI 2.0 standard supports 4K@60Hz, but final output 

resolution depends on source device and display compatibility.  

3. Power Supply Requirement:The splitter requires a DC 5V/3A power adapter (included). 

Ensure a stable power connection for uninterrupted performance.  
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