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【Product Picture】  

  

 

 

【Product Description】  

The NM006 RJ45 Connector is a high-performance Cat6 UTP (Unshielded Twisted Pair) 8P8C 

Ethernet plug, designed for stable and high-speed network connections. It features a 3-tooth 

contact design, ensuring secure termination and reduced signal loss. The NM006 is compatible with 

Cat6 cables, making it suitable for Gigabit Ethernet applications.  
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【Tech Specs】  

Technical Specification Description 

Model NM006 

Product Type  RJ45 Shielded Connector 

Cable Shielding UTP  

Category Cat6 

Connector Type 8P8C 

Prong Type 3-Prong Contact Design 

Compatibility  Cat6e Ethernet Cables 

Wiring Scheme T568A, T568B 

 

【Features】  

1. Reliable Data Transmission: Supports Gigabit Ethernet speeds with low signal interference.  

2. 3-Tooth Contact Design: Ensures better conductor grip and stable connectivity.  

3. Durable & High-Quality: Made for long-term performance with secure crimping capability . 

4. Universal Compatibility: Works with Cat6 UTP cables for routers, switches, and networking 

devices. 

【Application Environment】  

1. High-Speed Networking: Ideal for home, office, and data center installations.  

2. Structured Cabling Systems: Ensures stable and interference-free connectivity. 

3. Professional & Industrial Use: Suitable for enterprise networking applications.  
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【 Important Notice】  

1. Use with Cat6 Cables: Designed for optimal performance with Cat6 UTP cables.  

2. Proper Crimping Required: Ensure correct termination for stable network performance.  

3. Storage Conditions: Keep in a dry, dust-free area for best durability. 
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