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TAV7175  3.5ST (M) - 3.5ST (M) Cable 

 

 

 

 

 

 

 

Technical Specifications 

Physical Properties 

Model TAV7175 

Cable Length 1m,1.5m,2m,3m 

Interface 
Input 3.5mm stereo (3-Pin, TRS) ,male 

Output3.5mm stereo (3-Pin, TRS),male 

Connector Plating Nickel-plated 

Cable type PVC jacket  

Conductor Gauge 30AWG 

Conductor Material Copper-clad steel 

Cable Outer Dimension 3.0±0.2mm 

Outer model PVC molding 

Color Black 

Environmental 

Operating Temperature -10°C to 50°C  

Storage Temperature -10°C to 50°C  

Humidity 0%RH ~ 85%RH 

 

Features 

 High quality connectors provide superior stereo audio transmission. 

 Connects compatible devices like a smartphone, MP3 player, or tablet to a car stereo or portable  

speaker 

 Works with any device equipped with standard 3.5mm audio jack or AUX-in port 

 Plug and play, no drivers required. 
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TAV7175  3.5ST (M) - 3.5ST (M) Cable 

 

 

 

 

 

 

Model List 

TAV7175-1M Cable adapterTelecom 3.5 Jack (M) - 3.5 Jack (M), стерео, аудио, 1м 

TAV7175-1.5M Cable adapterTelecom 3.5 Jack (M) - 3.5 Jack (M), стерео, аудио, 1.5м 

TAV7175-2M Cable adapterTelecom 3.5 Jack (M) - 3.5 Jack (M), стерео, аудио, 2м 

TAV7175-3M Cable adapterTelecom 3.5 Jack (M) - 3.5 Jack (M), стерео, аудио,3м 

 

 

 

 

 

 

 

  

 


