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TU320M USB-C/M to RJ-45 1000Mbps  

 

 

 

 

 

 

USB 3.1 Type-C/M <-->  RJ45 adapter cable allows a device with USB 3.1 connector, as well as connect to 

an Ethernet TYPE 2 LAN via RJ-45 connector with a maximum data transfer rate of 1000 Megabits per 

second. 

The scope of application of this cable is personal computers, workstations, server equipment, 

telecommunication networks, SCS networks. 

 

Technical Specifications 

Physical Properties 

Model TU320M 

Cable Length 0.15m 

Interface 
Input USB Type-C Male,Nickel-plated 

Output RJ-45 Female, Gigabit 

Connector Plating Nickel-plated 

Cable type PVC jacket 

Cable Shield Material Aluminum-Mylar Foil with Braid 

Conductor Gauge 30AWG 

Conductor Material Oxygen Free Copper 

Cable Outer Dimension 4.5±0.2mm 

Shell Material Aluminium alloy case + PVC molding 

Color Grey 

Performance 

RJ45 Female Gigabit,1000Mbps 

OS Support Windows OS Mac OSx 10.6-10.12 or later, Linux 2.6.14 or later 

Environmental 

Operating Temperature -10°C to 50°C  

Storage Temperature -10°C to 50°C  

Humidity 0%RH ~ 85%RH 
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TU320M USB-C/M to RJ-45 1000Mbps  

 

 

 

Features 

 Plug and play, no drivers required. 

 RJ45 female up to 1 Gbps, downward compatible with 100Mbps/10Mbps/1Mbps. 

 System environment compatible with Windows OS Mac OSx 10.6-10.12 or later, Linux 2.6.14 or later. 

 

 

 

Model List 

TU320M Cable-Adapter USB 3.1 Type-C -->RJ-45 1000Mbps Ethernet, Aluminum Shell, 0.15м  

 

 

 

 

 

 

  

 


